Grease separators

DIN EN 1825 — 1:2004

Name and address of the producer: ACO Industries Tabor s.r.o,
Primyslova 1158
39101 Sezimovo Usti
Czech Republic
ICO: 26033976
DIC: 226033976

Name of product: Llpu max P

Type of product: NS 2 SF245 NS4 SF460 | NS 5,5 SF570
NS 2 SF460 NS4 SF980 NS7 SF730

Number of certificate: 10.17

The products describes above conform with the provisions of the following EC directive:
89/106/EWG

»Council Directive of 21 December 1988 on the approximation of laws, regulations and administrative
provisions of the Member States relating to construction products”

including the revision of directive 93/68/EWG

The conformity of the named products with the essential claims of the directive is proved by compliance
with following regulations and tests:

EN1825-1 Point5.2.9
Point 5.3.2
Point 4, 5.3.1, 5.3.3-5.3.10, 5.5
Point 5.4
Point 5.2

Material: Polyethylene
In-built component: Polyethylene

The separators Type Lipumax P are for separation of substances of vegetable and/oranimal origin from
waste water by gravity for the protection of sewer systems.

In Veseli nad Luinici, 04.01. 2010




Grease separators
DIN EN 1825 - 1:2004

DECLARATION OF CONFORMITY

Nominal size Nominal Sludge trap Grease storage Total capacity
NS width {litres) (litres) (litres)
720 1320

DN 100 270
2 DN 100 460 270 930 1320
4 DN 100 460 270 930 1320
4 DN 100 980 270 1465 1320
55 DN 150 570 230 1465 1320

7 DN 150 730 285 1675 1320



